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MODEL NO. AD/L2000-7W01 AD/L2020-10W01 AD/L2020-15W01 AD/L2020-30W01 

COUNTRY OF ORIGIN KSA KSA KSA KSA 

INPUT VOLTAGE, 
FREQUENCY 

220-240Vac, 
50/60Hz 

110-240Vac, 
50/60Hz 

110-240Vac, 
50/60Hz 

220-240Vac, 
50/60Hz 

LUMINOUS FLUX 525lm 800lm 1275lm 2700lm 

EFFICACY 75lm/W 80lm/W 85lm/W 90lm/W 

POWER 7W 10W 15W 30W 

BEAM ANGLE <80° <110° 120° 120° 

POWER FACTOR 0.90 0.90 0.91 0.94 

LIFETIME 30,000H 30,000H 30,000H 30,000H 

COLOR TEMPERATURE 6500K 6500K 6500K 6500K 

NUMBER OF SWITCHING 
CYCLES 

15,000 Cycles 15,000 Cycles 15,000 Cycles 15,000 Cycles 

CRI >80 >80 >80 >80 

NON-DIMMABLE LIGHT Yes Yes Yes Yes 

LAMP TYPE Direct Direct Direct Direct 

COLOR CONSISTENCY <6 X: 0.3146, y: 
0.3396 

X: 0.31478, y: 
0.33856 

X: 0.3136, y: 
0.33994 

LUMEN MAINTENANCE ≥80% ≥80% ≥80% ≥80% 

INSTANT FULL LIGHT Yes, <1s Yes Yes Yes 

AMBIENT TEMPERATURE -10°C to 50°C -10°C to 50°C -10°C to 50°C -10°C to 50°C 

RATED PEAK INTENSITY - 500cd 452.664cd 977.562cd 

APPLICATION Indoor Indoor Indoor Indoor 

LAMP DIMENSIONS 75mm Cut out 95mm Cut out 145mm Cut out 205mm Cut out 

COB DOWN LIGHT H.P.F 6500K 
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MODEL NO. AD/L2000-7W01-3K AD/L2020-10W01-3K AD/L2020-15W01-3K AD/L2020-30W01-3K 

COUNTRY OF ORIGIN KSA KSA KSA KSA 

INPUT VOLTAGE, 
FREQUENCY 

220-240Vac, 
50/60Hz 

110-240Vac, 50/60Hz 110-240Vac, 50/60Hz 220-240Vac, 50/60Hz 

LUMINOUS FLUX 525lm 800lm 1275lm 2700lm 

EFFICACY 75lm/W 80lm/W 85lm/W 90lm/W 

POWER 7W 10W 15W 30W 

BEAM ANGLE <80° <110° 120° 120° 

POWER FACTOR 0.90 0.90 0.91 0.94 

LIFETIME 30,000H 30,000H 30,000H 30,000H 

COLOR TEMPERATURE 3000K 3000K 3000K 3000K 

NUMBER OF SWITCHING 
CYCLES 

15,000 Cycles 15,000 Cycles 15,000 Cycles 15,000 Cycles 

CRI >80 >80 >80 >80 

NON-DIMMABLE LIGHT Yes Yes Yes Yes 

LAMP TYPE Direct Direct Direct Direct 

COLOR CONSISTENCY <6 X: 0.3146, y: 0.3396 X: 0.31478, y: 0.33856 X: 0.3136, y: 0.33994 

LUMEN MAINTENANCE ≥80% ≥80% ≥80% ≥80% 

INSTANT FULL LIGHT Yes, <1s Yes Yes Yes 

AMBIENT TEMPERATURE -10°C to 50°C -10°C to 50°C -10°C to 50°C -10°C to 50°C 

RATED PEAK INTENSITY - 500cd 452.664cd 977.562cd 

APPLICATION Indoor Indoor Indoor Indoor 

LAMP DIMENSIONS 75mm Cut out 95mm Cut out 145mm Cut out 205mm Cut out 

COB DOWN LIGHT H.P.F 3000K 



 

MADE IN KSA 

                                            COB DOWN LIGHT H.P.F 4000K 

  

 

 

 

 

 

 

 

 

 

MODEL NO. AD/L2000-7W01-4K AD/L2020-10W01-4K AD/L2020-15W01-4K AD/L2020-30W01-4K 

COUNTRY OF ORIGIN KSA KSA KSA KSA 

INPUT VOLTAGE, 
FREQUENCY 

220-240Vac, 
50/60Hz 

110-240Vac, 50/60Hz 110-240Vac, 50/60Hz 220-240Vac, 50/60Hz 

LUMINOUS FLUX 525lm 800lm 1275lm 2700lm 

EFFICACY 75lm/W 80lm/W 85lm/W 90lm/W 

POWER 7W 10W 15W 30W 

BEAM ANGLE <80° <110° 120° 120° 

POWER FACTOR 0.90 0.90 0.91 0.94 

LIFETIME 30,000H 30,000H 30,000H 30,000H 

COLOR TEMPERATURE 4000K 4000K 4000K 4000K 

NUMBER OF SWITCHING 
CYCLES 

15,000 Cycles 15,000 Cycles 15,000 Cycles 15,000 Cycles 

CRI >80 >80 >80 >80 

NON-DIMMABLE LIGHT Yes Yes Yes Yes 

LAMP TYPE Direct Direct Direct Direct 

COLOR CONSISTENCY <6 X: 0.3146, y: 0.3396 X: 0.31478, y: 0.33856 X: 0.3136, y: 0.33994 

LUMEN MAINTENANCE ≥80% ≥80% ≥80% ≥80% 

INSTANT FULL LIGHT Yes, <1s Yes Yes Yes 

AMBIENT TEMPERATURE -10°C to 50°C -10°C to 50°C -10°C to 50°C -10°C to 50°C 

RATED PEAK INTENSITY - 500cd 452.664cd 977.562cd 

APPLICATION Indoor Indoor Indoor Indoor 

LAMP DIMENSIONS 75mm Cut out 95mm Cut out 145mm Cut out 205mm Cut out 
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When the lamp is broken.

Ventilate the place well 
for between five and ten

 minutes
Avoid cleaning by hand 

or touching the skin
Clean the broken

 light residues

Place the residue in a 
tightly sealed bag and 

then discard it securely

The lamp does not contain any hazardous substances. 

Product Name

LED Fixed Spot Light

LED Moveable Round Spot Light

LED Moveable Square Spot Light

LED COB Down Light

LED COB Down Light

LED Panel Light

LED Panel Light

LED DOB Panel Light

LED Panel Square Light

LED Surface Cylindrical Down Light

LED COB Surface Down Light

LED Surface Panel Light

LED Surface Panel Square Light

LED Surface Slim

LED Surface Slim

Product Code

AD/L2000

AD/L2010

AD/L2011

AD/L2020

AD/L2021

AD/L2030

AD/L2031

AD/L2032

AD/L2040

AD/L3000

AD/L3010

AD/L3100

AD/L3110

AD/L3120

AD/L3130
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