
Recessed Mount Luminaire

AD/L2000/2020
COB DOWN LIGHT

Specifications

          

Model No.      AD/L2000-7W

Voltage-Frequency      110-240Vac  - 50/60Hz

Toal Lumens      450lm

Efficiancy       70 lm/W

Beam Angle      <80O

Power        7W

Power Factor      0.5

Long Life      30000h

Light Type      Direct

CRI       >80

Lumen Maintinance     >80% 

Instant On      Yes

Number of Switching Cycles     15000 Cycles

Non-Dimmable Light     Yes

Color Temp.      6500K

AD/L2020-10W

110-240Vac  - 50/60Hz

800lm

80 lm/W

<110O

10W

0.5

30000h

Direct

>80

>80% 

Yes

15000 Cycles

Yes

6500K

AD/L2020-15W

110-240Vac  - 50/60Hz

1200lm

80 lm/W

120o 

15W

0.5

30000h

Direct

>80

>80%

Yes

15000 Cycles

Yes

 6500K   

AD/L2020-30W

110-240Vac  - 50/60Hz

2400lm

80 lm/W

140o

30W

0.5

30000h

Direct

>80

>80%

Yes

15000 Cycles

Yes

6500K 

For Lighting Fixture

MADE IN KSA

Rated Peak Intensity (cd) 

Color Consistency(X:Y) 

 528.74

  0.3087:0.3272 

 549.05

 0.3146:0.3396 

 452.664 

  0.31478:0.33856 

 977.562 

 0.31360:0.33994



Specifications

For Lighting Fixture

MADE IN KSA

Model No.      AD/L2000-7W-3000K

Voltage-Frequency      110-240Vac  - 50/60Hz

Toal Lumens      560lm

Efficiancy       80 lm/W

Beam Angle      120O

Power        7W

Power Factor      >0.5

Long Life      30000h

Light Type      Direct

CRI       >80

Lumen Maintinance     >80% 

Instant On      Yes

Number of Switching Cycles     15000 Cycles

Non-Dimmable Light     Yes

Color Temp.      3000K

Color Consistency      <6           <6             

Rated Peak Intensity (cd)     136.7         531.8

AD/L2020-15W-3000K

110-240Vac  - 50/60Hz

1200lm

80 lm/W

120O

15W

>0.5

30000h

Direct

>80

>80% 

Yes

15000 Cycles

Yes

3000K



Made in KSA



When the lamp is broken.

Ventilate the place well 
for between five and ten

 minutes
Avoid cleaning by hand 

or touching the skin
Clean the broken

 light residues

Place the residue in a 
tightly sealed bag and 

then discard it securely

The lamp does not contain any hazardous substances. 


